
Operating
ItemNumber 30-9119
No. 787 Log Loader

TheRailKingOperatingLogLoaderaddsexcitingactiontoyourloggingrailroad. Wheninoperation,theLogLoaderscoopsuponelogata
timefromtheplatformbase,thecarriageandhookrise,andthelogisdroppedintoacarwaitingbelow.

ItiseasytooperatetheLogLoaderwhenyoufollowtheoperatinginstructions.

Operation:
Pressandhold thebuttontooperatethe logloader. O nceyourelease
thebutton,theaccessorywillstop operating.

SetUp:
Placethelogs onthe base, centeredsothatthe black log
liftercanraise them oneat a time forthehook.

Wiring the LogLoader:
After positioning andmountingthelogloader
onto yourlayout(usethescrewholesinthe
cornerofthebase):

Note:Thelogloaderneeds
14vtooperateproperly.

Connectblack/blackpairedwiresto
thethumbscrews;itdoesn'tmatter
whichwiregoestowhichthumbscrew

Connectred/blackpairedwires
fromtheactivationbuttontothe
redandblacktransformeroutputs.

To obtainWarranty Service,please visit ourwebite www.railking.com

CAUTION:ElectricallyOperatedProduct:
Notrecommendedforchildrenunder10yearsofage.M.T.H.recommendsadultsupervisionwithchildrenages
10-16.Aswithallelectricproducts,precautionsshouldbeobservedduringhandlingandusetoreducetherisk
ofelectricshock.

WARNING:

Readinstructionsthoroughlybeforeusingthisdevice.
M.T.H.recommendsthatallusersandpersonssupervisinguseexaminethehobbytransformerperiodicallyfor

conditionsthatmayresultintheriskoffire,electricshock,orinjurytopersons,suchasdamagetothe
primarycord,plugblades,housing,outputjacksorotherparts.Intheev entsuchconditionsexist,the
transformershouldnotbeuseduntilproperlyrepaired.

Whenusingelectricalproducts,basicsafetyprecautionsshouldbefollowedincludingthe
following:

Aswithallelectricalappliances,thisproductshouldnotbeleftinoperationwhenunattended.
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